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0.10 0.12 0.14 0.16 0.18 0.20

4.4 4.8 5.3 5.8 6.3 6.8

0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50

0.25 0.50
3.21 3.41 3.67 3.04 3.23 3.48 2.91 3.09 3.33 2.79 2.97 3.20 2.70 2.86 3.09 2.61 2.77 2.99

7.3 7.8 8.4 7.7 8.2 8.9 8.1 8.6 9.3 8.5 9.1 9.8 8.9 9.5 10.2 9.3 9.9 10.7

0.375 0.75
3.21 3.41 3.67 3.04 3.23 3.48 2.91 3.09 3.33 2.79 2.97 3.20 2.70 2.86 3.09 2.61 2.77 2.99

11.0 11.7 12.6 11.6 12.3 13.3 12.2 13.0 14.0 12.8 13.6 14.7 13.4 14.2 15.3 14.0 14.9 16.0

0.50 1.00
3.21 3.41 3.67 3.04 3.23 3.48 2.91 3.09 3.33 2.79 2.97 3.20 2.70 2.86 3.09 2.61 2.77 2.99

14.7 15.6 16.8 15.5 16.4 17.7 16.3 17.3 18.6 17.1 18.1 19.5 17.9 19.0 20.4 18.6 19.8 21.3

0.50 1.25
3.21 3.41 3.67 3.04 3.23 3.46 2.91 3.09 3.14 2.79 2.88 2.88 2.66 2.66 2.66 2.46 2.46 2.46

18.3 19.5 21.0 19.3 20.5 22.0 20.3 21.6 22.0 21.3 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0

0.50 1.50
3.21 3.21 3.21 2.89 2.89 2.89 2.62 2.62 2.62 2.40 2.40 2.40 2.21 2.21 2.21 2.05 2.05 2.05

22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0

0.50 1.75
2.75 2.75 2.75 2.47 2.47 2.47 2.25 2.25 2.25 2.06 2.06 2.06 1.90 1.90 1.90 1.76 1.76 1.76

22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0

0.50 2.00
2.41 2.41 2.41 2.16 2.16 2.16 1.97 1.97 1.97 1.80 1.80 1.80 1.66 1.66 1.66 1.54 1.54 1.54

22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0

a = 62.5 a = 62.5 a = 62.5

b = 2.00 m
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A9 Dimensioning of the slab formwork

MULTIFLEX Girder Slab Formwork
 Instructions for Assembly and Use – Standard Confi guration

PERI Design Tables

Example: dimensioning with 
VT 20 / VT 20 girder combination

Formlining
The 3-Ply Plywood, 21 mm, has been 
taken into consideration. Values for oth-
er sheets: see PERI Tables.

1. Cross beam spacing a
Support of the formlining is subject to 
the slab thickness and the type of ply-
wood formlining used. 
(Fig. A9.02) 

Cross beam spacing 62.5 cm

2. Main girder spacing b
Support for the cross beam. 
Permissible span for cross beam 
according to PERI Tables: 2.05 m. 
Selected: 2.00 m, dependent on the 
spatial geometry. 
(Fig. A9.03)

Main beam spacing 2.00 m

Fig. A9.02

Slab thickness: d = 20 cm 
h = 2.80 m 
VT 20 
21 mm, 
62.5 x 250 cm

Clear height:
Main and cross beam:
Plywood formlining:

Fig. A9.03

P
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]

Slab thickness 
d [m]

Load q* 
[kN/m²]

Cross beam 
spacing a [m]



a

b

c

c = 1.50 m

=
 5

0 
cm

c = 1.50 mc = 1.50 m

H
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A9 Dimensioning of the slab formwork

MULTIFLEX Girder Slab Formwork
Instructions for Assembly and Use – Standard Confi guration

3. Prop spacing c
Supporting the main beam. 
(Fig. A9.04)

Prop spacing 1.50 m

4. Prop load
Value from the PERI Tables = 22.0 kN. 
Selecting a main beam spacing of 
b = 2.00 m, results in a prop load to be 
removed of:

Example with PERI Tables
Carry out the dimensioning for the 
MULTIFLEX Slab Formwork with 
the tables according to the girder 
combination.
Depending on the slab thickness, 
the selected cross beam spacing 
and plywood result in the main beam 
and prop spacings. 
(Fig. A9.05)

PERI MULTIFLEX Confi gurator
Calculations for quickly optimizing the 
girder/prop spacings and MULTIFLEX 
girders can also be easily realized using 
the PERI MULTIFLEX Confi gurator. 
The PERI MULTIFLEX Confi gurator is 
also available for smartphones and 
tablets.

Fig. A9.04

Fig. A9.05

Select PERI Slab Prop (PEP; 
MULTIPROP) corresponding to the 
extension length h with permissible 
prop load = 21.5 kN.

F = 22 kN x 2,00 m = 21,5 kN
2,05 m



  
 

11000 11

 
 

21 8560/6610 15.0/12.4

20 7500/5760 13.0/10.5

19 / ¾” 6180/6880 12.0/11.5

18 8730/6440 15.3/12.2

21 8560/6610 15.0/12.4

19 / ¾” 9170/7060 15.7/13.6

21 7000/4130 8.3/6.3

27 8000/1070 4.9/1.5

21 8000/1070 5.9/1.3

21 7910/3710 8.0/5.0
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Plywood formlining
Overview, static values

MULTIFLEX Girder Slab Formwork
 Instructions for Assembly and Use – Standard Confi guration

Plywood

According to the information provided 
by the manufacturers, the statical/me-
chanical values given in the table refer 
to a moisture content of 15 %.
However, according to the GSV, the 
values should take into consideration a 
wood moisture content of 20 %. The 
values for the E-Modulus are therefore 
to be reduced by a factor of 0.9167 and 
the values for the permissible stress by 
a factor of 0.875.

The fi bres of the face veneer span in 
the direction of the fi rst length shown 
for the plywood size.

The permissible value according to DIN 
1052 results in a short duration of load 
for Application Class 2.

Solid timber

Conifer timber, Strength Class C24

E-Modulus [N/mm²] 
parallel

Perm.  [N/mm²] 
parallel

Type of plywood Thickness [mm] Veneers E-Modulus [N/mm²] 
parallel/cross

Perm.  [N/mm²] 
parallel/cross

Fin-Ply

Fin-Ply, Maxi

Fin-Ply, USA

Fin-Ply

PERI Birch

PERI Birch, USA

PERI Spruce 400

3-Ply Plywood

3-Ply Plywood

FinNa-Ply

Birch

Birch

Birch

Birch

Birch

Birch

Conifer timber

Spruce

Spruce

Conifer timber



L L L L L L L

f f

E
 =

 3
0

0
0 

N
/m

m
2

E
 =

 4
0

0
0 

N
/m

m
2

E
 =

 5
0

0
0 

N
/m

m
2

E
 =

 6
0

0
0 

N
/m

m
2

E
 =

 7
0

0
0 

N
/m

m
2

E
 =

 8
0

0
0 

N
/m

m
2

8.0 6.4 5.3 4.6 4.0

9.3 7.0 5.6 4.7 4.0 3.5

8.0 6.0 4.8 4.0 3.4 3.0

6.7 5.0 4.0 3.3 2.9 2.5

5.3 4.0 3.2 2.7 2.3 2.0

4.0 3.0 2.4 2.0 1.7 1.5

2.7 2.0 1.6 1.3 1.1 1.0

1.3 1.0 0.8 0.7 0.6 0.5

0.0 0.0 0.0 0.0 0.0 0.0

0 10 20 30 40 50 60 70 80 90 100

0 20 40 60 80 100 

10 30 50 70 90

70
 c

m

6
0 

cm

5
5 

cm

5
0 

cm

4
5 

cm

35 cm

30 cm

25 cm

 = 13 N
/m

m
2

 = 11 N
/m

m
2

 = 9 N
/m

m
2

 = 7 N
/m

m
2

6
5 

cm

 = 5 N
/m

m
2

40 cm

75
 c

m

10,7
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Plywood formlining
Plywood 21 mm

MULTIFLEX Girder Slab Formwork
Instructions for Assembly and Use – Standard Confi guration

max. defl ection
The E-Modulus and the permissible 
stress are based on the grade and 
moisture content of the plywood. 
(See “Overview, static values”)

      0.0068 · hk · L
4

f =                           
             

E · I

max. moment
(valid for min. 3 spans)

M = 0.1071 · hk · L
2

SPAN L

D
efl

 e
ct

io
n 

f 
[m

m
]

Slab thickness d [cm]

Fresh concrete 
 pressure hk [kN/m²]

Wall formwork

Slab formwork



0.10 0.12 0.14 0.16 0.18 0.20

4.4 4.8 5.3 5.8 6.3 6.8

0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50

0.30 0.60
3.99 4.24 4.57 3.79 4.03 4.34 3.62 3.85 4.14 3.48 3.70 3.98 3.36 3.57 3.84 3.25 3.45 3.72

10.9 11.6 12.5 11.6 12.3 13.2 12.2 12.9 13.9 12.8 13.5 14.6 13.3 14.2 15.3 13.9 14.8 15.9

0.45 0.90
3.99 4.24 4.57 3.79 4.03 4.34 3.62 3.85 4.14 3.48 3.70 3.98 3.36 3.57 3.84 3.25 3.45 3.72

16.4 17.4 18.8 17.3 18.4 19.8 18.2 19.4 20.9 19.1 20.3 21.9 20.0 21.3 22.9 20.9 22.2 23.9

0.45 1.20
3.99 4.24 4.57 3.79 4.03 4.34 3.62 3.85 4.14 3.48 3.70 3.82 3.36 3.52 3.52 3.25 3.27 3.27

21.9 23.3 25.1 23.1 24.6 26.4 24.3 25.8 27.8 25.5 27.1 28.0 26.7 28.0 28.0 27.8 28.0 28.0

0.45 1.50
3.99 4.09 4.09 3.67 3.67 3.67 3.34 3.34 3.34 3.05 3.05 3.05 2.82 2.82 2.82 2.61 2.61 2.61

27.4 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0

0.45 1.80
3.41 3.41 3.41 3.06 3.06 3.06 2.78 2.78 2.78 2.55 2.55 2.55 2.35 2.35 2.35 2.18 2.18 2.18

28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0

0.45 2.10
2.92 2.92 2.92 2.62 2.62 2.62 2.38 2.38 2.38 2.18 2.18 2.18 2.01 2.01 2.01 1.87 1.87 1.87

28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0

0.22 0.24 0.25 0.26 0.28 0.30

7.3 7.8 8.0 8.3 8.8 9.3

0.75 0.625 0.50 0.625 0.50 0.40 0.625 0.50 0.40 0.625 0.50 0.40 0.625 0.50 0.40 0.625 0.50 0.40

0.30 0.60
3.15 3.35 3.61 3.26 3.51 3.79 3.22 3.47 3.74 3.18 3.43 3.69 3.11 3.35 3.61 3.04 3.28 3.53

14.5 15.4 16.6 16.0 17.2 18.6 16.3 17.5 18.9 16.6 17.9 19.2 17.2 18.5 19.9 17.7 19.1 20.6

0.45 0.90
3.15 3.35 3.61 3.26 3.51 3.79 3.22 3.47 3.69 3.18 3.43 3.58 3.11 3.35 3.38 3.04 3.20 3.20

21.7 23.1 24.9 24.0 25.8 27.8 24.4 26.3 28.0 24.9 26.8 28.0 25.7 27.7 28.0 26.6 28.0 28.0

0.45 1.20
3.05 3.05 3.05 2.86 2.86 2.86 2.77 2.77 2.77 2.69 2.69 2.69 2.54 2.54 2.54 2.40 2.40 2.40

28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0

0.45 1.50
2.44 2.44 2.44 2.29 2.29 2.29 2.22 2.22 2.22 2.15 2.15 2.15 2.03 2.03 2.03 1.92 1.92 1.92

28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0

0.45 1.80
2.03 2.03 2.03 1.90 1.90 1.90 1.85 1.85 1.85 1.79 1.79 1.79 1.69 1.69 1.69 1.60 1.60 1.60

28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0

0.45 2.10
1.74 1.74 1.74 1.63 1.63 1.63 1.58 1.58 1.58 1.54 1.54 1.54 1.45 1.45 1.45 1.37 1.37 1.37

28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0
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MULTIFLEX
GT 24 used as slab girder

MULTIFLEX Girder Slab Formwork
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P
ro

p 
sp

ac
in

g 
c 

[m
]

C
an

ti
le

ve
r 

e 
[m

]
C

an
ti

le
ve

r 
e 

[m
]

Slab thickness 
d [m]

Load q* 
[kN/m²]

Cross beam 
spacing a [m]

P
ro

p 
sp

ac
in

g 
c 

[m
]

Slab thickness 
d [m]

Load q* 
[kN/m²]

Cross beam 
spacing a [m]



e c c c c e

a

b

c

c

c

b

a
a

a

0.35 0.40 0.45 0.50 0.60 0.70 0.80 0.90 1.00

10.6 11.9 13.3 14.6 17.3 20.0 22.5 25.0 27.4

0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40

0.30 0.60
3.12 3.36 2.99 3.22 2.88 3.10 2.77 3.00 2.54 2.57 2.22 2.22 1.98 1.98 1.78 1.78 1.62 1.62

20.8 22.4 22.5 24.2 24.1 25.9 25.5 27.6 27.7 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0

0.45 0.90
2.80 2.80 2.48 2.48 2.23 2.23 2.03 2.03 1.71 1.71 1.48 1.48 1.32 1.32 1.19 1.19 1.08 1.08

28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0

0.45 1.20
2.10 2.10 1.86 1.86 1.67 1.67 1.52 1.52 1.28 1.28 1.11 1.11 0.99 0.99 0.89 0.89 0.81 0.81

28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0

0.45 1.50
1.68 1.68 1.49 1.49 1.34 1.34 1.22 1.22 1.03 1.03 0.89 0.89 0.79 0.79 0.71 0.71 0.65 0.65

28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0

0.45 1.80
1.40 1.40 1.24 1.24 1.12 1.12 1.01 1.01 0.86 0.86 0.74 0.74 0.66 0.66 0.59 0.59 0.54 0.54

28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0

0.45 2.10
1.20 1.20 1.06 1.06 0.96 0.96 0.87 0.87 0.73 0.73 0.63 0.63 0.56 0.56 0.51 0.51 0.46 0.46

28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0 28.0
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MULTIFLEX Girder Slab Formwork
Instructions for Assembly and Use – Standard Confi guration

Q1 = 0.40 kN/m2

Q2,b = 24.5 kN/m3 x d [m]
Q4 = 0.10 x Q2,b

0.75 kN/m2 ≤ Q4 ≤ 1.75 kN/m2

Q2,p = 0.75 kN/m2

Q = Q1 + Q2,b + Q2,p + Q4

2.77

28.0
Dead load
Concrete load
Equivalent load: concreting

Equivalent load: working conditions
Total load

Calculation bases:
*Load according to EN 12812

For cantilevers:
c < 90 cm; e = 30 cm
c ≥ 90 cm; e = 45 cm

c: width of interior span of main beam or 
 prop spacing
e: length of cantilever

M
ain

 beam
 sp

ac
ing

Cross beam spacing

Prop spacing

C
an

ti
le

ve
r 

e 
[m

]

P
ro

p 
sp

ac
in

g 
c 

[m
]

Slab thickness 
d [m]

Load q* 
[kN/m²]

Cross beam 
spacing a [m]

Table values mean the following:

perm. main beam spacing b [m]

actual prop load [kN]

 – Defl ection has been limited to l/500
 – Main beam support at centre of girder nodes
 – Cross beam assumed as single span



0.10 0.12 0.14 0.16 0.18 0.20

4.4 4.8 5.3 5.8 6.3 6.8

0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50

0.25 0.50
3.21 3.41 3.67 3.04 3.23 3.48 2.91 3.09 3.33 2.79 2.97 3.20 2.70 2.86 3.09 2.61 2.77 2.99

7.3 7.8 8.4 7.7 8.2 8.9 8.1 8.6 9.3 8.5 9.1 9.8 8.9 9.5 10.2 9.3 9.9 10.7

0.375 0.75
3.21 3.41 3.67 3.04 3.23 3.48 2.91 3.09 3.33 2.79 2.97 3.20 2.70 2.86 3.09 2.61 2.77 2.99

11.0 11.7 12.6 11.6 12.3 13.3 12.2 13.0 14.0 12.8 13.6 14.7 13.4 14.2 15.3 14.0 14.9 16.0

0.50 1.00
3.21 3.41 3.67 3.04 3.23 3.48 2.91 3.09 3.33 2.79 2.97 3.20 2.70 2.86 3.09 2.61 2.77 2.99

14.7 15.6 16.8 15.5 16.4 17.7 16.3 17.3 18.6 17.1 18.1 19.5 17.9 19.0 20.4 18.6 19.8 21.3

0.50 1.25
3.21 3.41 3.67 3.04 3.23 3.46 2.91 3.09 3.14 2.79 2.88 2.88 2.66 2.66 2.66 2.46 2.46 2.46

18.3 19.5 21.0 19.3 20.5 22.0 20.3 21.6 22.0 21.3 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0

0.50 1.50
3.21 3.21 3.21 2.89 2.89 2.89 2.62 2.62 2.62 2.40 2.40 2.40 2.21 2.21 2.21 2.05 2.05 2.05

22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0

0.50 1.75
2.75 2.75 2.75 2.47 2.47 2.47 2.25 2.25 2.25 2.06 2.06 2.06 1.90 1.90 1.90 1.76 1.76 1.76

22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0

0.50 2.00
2.41 2.41 2.41 2.16 2.16 2.16 1.97 1.97 1.97 1.80 1.80 1.80 1.66 1.66 1.66 1.54 1.54 1.54

22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0

0.22 0.24 0.25 0.26 0.28 0.30

7.3 7.8 8.0 8.3 8.8 9.3

0.75 0.625 0.50 0.625 0.50 0.40 0.625 0.50 0.40 0.625 0.50 0.40 0.625 0.50 0.40 0.625 0.50 0.40

0.25 0.50
2.53 2.69 2.90 2.62 2.82 3.04 2.59 2.79 3.00 2.56 2.75 2.97 2.50 2.69 2.90 2.44 2.63 2.84

9.7 10.3 11.1 10.7 11.5 12.4 10.9 11.7 12.6 11.1 12.0 12.9 11.5 12.4 13.3 11.9 12.8 13.8

0.375 0.75
2.53 2.69 2.90 2.62 2.82 3.04 2.59 2.79 3.00 2.56 2.75 2.97 2.50 2.69 2.90 2.44 2.63 2.84

14.5 15.5 16.7 16.1 17.3 18.6 16.4 17.6 19.0 16.6 17.9 19.3 17.2 18.6 20.0 17.8 19.2 20.7

0.50 1.00
2.53 2.69 2.87 2.62 2.69 2.69 2.59 2.61 2.61 2.53 2.53 2.53 2.39 2.39 2.39 2.27 2.27 2.27

19.4 20.6 22.0 21.4 22.0 22.0 21.8 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0

0.50 1.25
2.30 2.30 2.30 2.15 2.15 2.15 2.09 2.09 2.09 2.03 2.03 2.03 1.91 1.91 1.91 1.81 1.81 1.81

22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0

0.50 1.50
1.92 1.92 1.92 1.80 1.80 1.80 1.74 1.74 1.74 1.69 1.69 1.69 1.59 1.59 1.59 1.51 1.51 1.51

22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0

0.50 1.75
1.64 1.64 1.64 1.54 1.54 1.54 1.49 1.49 1.49 1.45 1.45 1.45 1.37 1.37 1.37 1.29 1.29 1.29

22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0

0.50 2.00
1.44 1.44 1.44 1.35 1.35 1.35 1.31 1.31 1.31 1.27 1.27 1.27 1.20 1.20 1.20 1.13 1.13 1.13

22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0
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Slab thickness 
d [m]

Load q* 
[kN/m²]

Cross beam 
spacing a [m]
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Slab thickness 
d [m]

Load q* 
[kN/m²]

Cross beam 
spacing a [m]



e c c c c e

c

c

c

b

b

a
a

a
a

0.35 0.40 0.45 0.50 0.60 0.70 0.80 0.90 1.00

10.6 11.9 13.3 14.6 17.3 20.0 22.5 25.0 27.4

0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40

0.25 0.50
2.51 2.70 2.40 2.59 2.31 2.49 2.24 2.41 2.11 2.27 2.00 2.09 1.86 1.86 1.68 1.68 1.53 1.53

13.9 15.0 15.0 16.2 16.1 17.4 17.2 18.5 19.2 20.6 21.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0

0.375 0.75
2.51 2.64 2.34 2.34 2.10 2.10 1.91 1.91 1.61 1.61 1.40 1.40 1.24 1.24 1.12 1.12 1.02 1.02

20.9 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0

0.50 1.00
1.98 1.98 1.76 1.76 1.58 1.58 1.43 1.43 1.21 1.21 1.05 1.05 0.93 0.93 0.84 0.84 0.76 0.76

22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0

0.50 1.25
1.58 1.58 1.41 1.41 1.26 1.26 1.15 1.15 0.97 0.97 0.84 0.84 0.74 0.74 0.67 0.67 0.61 0.61

22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0

0.50 1.50
1.32 1.32 1.17 1.17 1.05 1.05 0.96 0.96 0.81 0.81 0.70 0.70 0.62 0.62 0.56 0.56 0.51 0.51

22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0

0.50 1.75
1.13 1.13 1.00 1.00 0.90 0.90 0.82 0.82 0.69 0.69 0.60 0.60 0.53 0.53 0.48 0.48 0.44 0.44

22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0

0.50 2.00
0.99 0.99 0.88 0.88 0.79 0.79 0.72 0.72 0.60 0.60 0.52 0.52 0.47 0.47 0.42 0.42 0.38 0.38

22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0 22.0
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 – Defl ection has been limited to l/500
 – Cross beam assumed as single span
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Slab thickness 
d [m]

Load q* 
[kN/m²]

Cross beam 
spacing a [m]

M
ain

 beam
 sp
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ing

Cross beam spacing

Prop spacing

Q1 = 0.40 kN/m2

Q2,b = 24.5 kN/m3 x d [m]
Q4 = 0.10 x Q2,b

0.75 kN/m2 ≤ Q4 ≤ 1.75 kN/m2

Q2,p = 0.75 kN/m2

Q = Q1 + Q2,b + Q2,p + Q4

2.61

22.0
Dead load
Concrete load
Equivalent load: concreting

Equivalent load: working conditions
Total load

Calculation bases:
*Load according to EN 12812

For cantilevers:
c < 75 cm; e = c/2 cm
c ≥ 75 cm; e = 50 cm

c: width of interior span of main beam or 
prop spacing
e: length of cantilever

Table values mean the following:

perm. main beam spacing b [m]

actual prop load [kN]



0.10 0.12 0.14 0.16 0.18 0.20

4.4 4.8 5.3 5.8 6.3 6.8

0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50

0.30 0.60
3.99 4.24 4.57 3.79 4.03 4.34 3.62 3.85 4.14 3.48 3.70 3.98 3.36 3.57 3.84 3.25 3.45 3.72

10.9 11.6 12.5 11.6 12.3 13.2 12.2 12.9 13.9 12.8 13.5 14.6 13.3 14.2 15.3 13.9 14.8 15.9

0.45 0.90
3.99 4.24 4.57 3.79 4.03 4.34 3.62 3.85 4.14 3.48 3.70 3.98 3.36 3.57 3.84 3.25 3.45 3.72

16.4 17.4 18.8 17.3 18.4 19.8 18.2 19.4 20.9 19.1 20.3 21.9 20.0 21.3 22.9 20.9 22.2 23.9

0.45 1.20
3.99 4.24 4.57 3.79 4.03 4.34 3.62 3.85 4.14 3.48 3.70 3.98 3.36 3.57 3.84 3.25 3.45 3.72

21.9 23.3 25.1 23.1 24.6 26.4 24.3 25.8 27.8 25.5 27.1 29.2 26.7 28.3 30.5 27.8 29.6 31.9

0.45 1.50
3.99 4.24 4.57 3.79 4.03 4.34 3.62 3.85 4.14 3.48 3.70 3.98 3.36 3.57 3.84 3.25 3.45 3.72

27.4 29.1 31.3 28.9 30.7 33.1 30.4 32.3 34.8 31.9 33.9 36.5 33.3 35.4 38.2 34.8 37.0 39.8

0.45 1.80
3.99 4.24 4.57 3.79 4.03 4.34 3.62 3.85 4.14 3.48 3.70 3.98 3.36 3.57 3.84 3.25 3.45 3.72

32.8 34.9 37.6 34.7 36.8 39.7 36.5 38.8 41.7 38.3 40.6 43.8 40.0 42.5 45.8 41.7 44.4 47.8

0.45 2.10
3.99 4.24 4.57 3.79 4.03 4.34 3.62 3.85 4.14 3.48 3.70 3.98 3.36 3.57 3.84 3.25 3.45 3.72

38.3 40.7 43.9 40.4 43.0 46.3 42.5 45.2 48.7 44.6 47.4 51.1 46.7 49.6 53.4 48.7 51.8 55.8

0.22 0.24 0.25 0.26 0.28 0.30

7.3 7.8 8.0 8.3 8.8 9.3

0.75 0.625 0.50 0.625 0.50 0.40 0.625 0.50 0.40 0.625 0.50 0.40 0.625 0.50 0.40 0.625 0.50 0.40

0.30 0.60
3.15 3.35 3.61 3.26 3.51 3.79 3.22 3.47 3.74 3.18 3.43 3.69 3.11 3.35 3.61 3.04 3.28 3.53

14.5 15.4 16.6 16.0 17.2 18.6 16.3 17.5 18.9 16.6 17.9 19.2 17.2 18.5 19.9 17.7 19.1 20.6

0.45 0.90
3.15 3.35 3.61 3.26 3.51 3.79 3.22 3.47 3.74 3.18 3.43 3.69 3.11 3.35 3.61 3.04 3.28 3.53

21.7 23.1 24.9 24.0 25.8 27.8 24.4 26.3 28.3 24.9 26.8 28.9 25.7 27.7 29.9 26.6 28.6 30.8

0.45 1.20
3.15 3.35 3.61 3.26 3.51 3.79 3.22 3.47 3.74 3.18 3.43 3.69 3.11 3.35 3.61 3.04 3.28 3.53

29.0 30.8 33.2 32.0 34.4 37.1 32.6 35.1 37.8 33.2 35.7 38.5 34.3 37.0 39.8 35.4 38.2 41.1

0.45 1.50
3.15 3.35 3.61 3.26 3.51 3.79 3.22 3.47 3.74 3.18 3.43 3.69 3.11 3.35 3.61 3.04 3.28 3.53

36.2 38.5 41.5 40.0 43.1 46.4 40.7 43.9 47.2 41.4 44.6 48.1 42.9 46.2 49.8 44.3 47.7 51.4

0.45 1.80
3.15 3.35 3.61 3.26 3.51 3.79 3.22 3.47 3.69 3.18 3.43 3.58 3.11 3.35 3.38 3.04 3.20 3.20

43.5 46.2 49.7 48.0 51.7 55.7 48.9 52.6 56.0 49.7 53.6 56.0 51.5 55.4 56.0 53.2 56.0 56.0

0.45 2.10
3.15 3.35 3.48 3.26 3.26 3.26 3.16 3.16 3.16 3.07 3.07 3.07 2.90 2.90 2.90 2.75 2.75 2.75

50.7 53.9 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0
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c

c

b

b

a
a

a
a

c

e ec cc

0.35 0.40 0.45 0.50 0.60 0.70 0.80 0.90 1.00

10.6 11.9 13.3 14.6 17.3 20.0 22.5 25.0 27.4

0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40

0.30 0.60
3.12 3.36 2.99 3.22 2.88 3.10 2.77 3.00 2.54 2.83 2.37 2.64 2.23 2.49 2.08 2.37 1.90 2.26

20.8 22.4 22.5 24.2 24.1 25.9 25.5 27.6 27.7 30.8 29.8 33.3 31.6 35.4 32.8 37.2 32.8 39.0

0.45 0.90
3.12 3.36 2.99 3.22 2.88 3.10 2.77 3.00 2.54 2.83 2.37 2.64 2.23 2.49 2.08 2.37 1.90 2.16

31.2 33.6 33.7 36.3 36.1 38.9 38.2 41.4 41.6 46.2 44.7 50.0 47.4 53.0 49.1 55.9 49.1 56.0

0.45 1.20
3.12 3.36 2.99 3.22 2.88 3.10 2.77 3.00 2.54 2.57 2.22 2.22 1.98 1.98 1.78 1.78 1.62 1.62

41.6 44.8 44.9 48.4 48.2 51.9 51.0 55.2 55.5 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0

0.45 1.50
3.12 3.36 2.98 2.98 2.68 2.68 2.43 2.43 2.05 2.05 1.78 1.78 1.58 1.58 1.43 1.43 1.30 1.30

52.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0

0.45 1.80
2.80 2.80 2.48 2.48 2.23 2.23 2.03 2.03 1.71 1.71 1.48 1.48 1.32 1.32 1.19 1.19 1.08 1.08

56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0

0.45 2.10
2.40 2.40 2.13 2.13 1.91 1.91 1.74 1.74 1.47 1.47 1.27 1.27 1.13 1.13 1.02 1.02 0.93 0.93

56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0 56.0
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Slab thickness 
d [m]

Load q* 
[kN/m²]

Cross beam 
spacing a [m]
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]

Q1 = 0.40 kN/m2

Q2,b = 24.5 kN/m3 x d [m]
Q4 = 0.10 x Q2,b

0.75 kN/m2 ≤ Q4 ≤ 1.75 kN/m2

Q2,p = 0.75 kN/m2

Q = Q1 + Q2,b + Q2,p + Q4

3.16

56.0
Dead load
Concrete load
Equivalent load: concreting

Equivalent load: working conditions
Total load

Calculation bases:
*Load according to EN 12812

For cantilevers:
c < 90 cm; e = 30 cm
c ≥ 90 cm; e = 45 cm

c: width of interior span of main beam or 
prop spacing
e: length of cantilever

Table values mean the following:

perm. main beam spacing b [m]

actual prop load [kN]

 – Defl ection has been limited to l/500
 – Main beam support at centre of girder nodes
 – Cross beam assumed as single span
 – For prop loads < 28.0 kN, 1 x GT 24 
as main beam is suffi cient.

Prop spacing

M
ain

 beam
 sp

ac
ing

Cross beam spacing



0.10 0.12 0.14 0.16 0.18 0.20

4.4 4.8 5.3 5.8 6.3 6.8

0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50 0.75 0.625 0.50

0.25 0.50
3.21 3.41 3.67 3.04 3.23 3.48 2.91 3.09 3.33 2.79 2.97 3.20 2.70 2.86 3.09 2.61 2.77 2.99

7.3 7.8 8.4 7.7 8.2 8.9 8.1 8.6 9.3 8.5 9.1 9.8 8.9 9.5 10.2 9.3 9.9 10.7

0.375 0.75
3.21 3.41 3.67 3.04 3.23 3.48 2.91 3.09 3.33 2.79 2.97 3.20 2.70 2.86 3.09 2.61 2.77 2.99

11.0 11.7 12.6 11.6 12.3 13.3 12.2 13.0 14.0 12.8 13.6 14.7 13.4 14.2 15.3 14.0 14.9 16.0

0.50 1.00
3.21 3.41 3.67 3.04 3.23 3.48 2.91 3.09 3.33 2.79 2.97 3.20 2.70 2.86 3.09 2.61 2.77 2.99

14.7 15.6 16.8 15.5 16.4 17.7 16.3 17.3 18.6 17.1 18.1 19.5 17.9 19.0 20.4 18.6 19.8 21.3

0.50 1.25
3.21 3.41 3.67 3.04 3.23 3.48 2.91 3.09 3.33 2.79 2.97 3.20 2.70 2.86 3.09 2.61 2.77 2.99

18.3 19.5 21.0 19.3 20.5 22.1 20.3 21.6 23.3 21.3 22.7 24.4 22.3 23.7 25.6 23.3 24.8 26.7

0.50 1.50
3.21 3.41 3.67 3.04 3.23 3.48 2.91 3.09 3.33 2.79 2.97 3.20 2.70 2.86 3.09 2.61 2.77 2.99

22.0 23.4 25.2 23.2 24.7 26.6 24.4 25.9 27.9 25.6 27.2 29.3 26.8 28.5 30.7 27.9 29.7 32.0

0.50 1.75
3.21 3.41 3.67 3.04 3.23 3.48 2.91 3.09 3.33 2.79 2.97 3.20 2.70 2.86 3.09 2.61 2.77 2.99

25.7 27.3 29.4 27.1 28.8 31.0 28.5 30.3 32.6 29.9 31.7 34.2 31.3 33.2 35.8 32.6 34.7 37.3

0.50 2.00
3.21 3.41 3.67 3.04 3.23 3.48 2.91 3.09 3.33 2.79 2.97 3.20 2.70 2.86 3.09 2.61 2.77 2.99

29.3 31.2 33.6 30.9 32.9 35.4 32.5 34.6 37.3 34.1 36.3 39.1 35.7 38.0 40.9 37.3 39.6 42.7

0.22 0.24 0.25 0.26 0.28 0.30

7.3 7.8 8.0 8.3 8.8 9.3

0.75 0.625 0.50 0.625 0.50 0.40 0.625 0.50 0.40 0.625 0.50 0.40 0.625 0.50 0.40 0.625 0.50 0.40

0.25 0.50
2.53 2.69 2.90 2.62 2.82 3.04 2.59 2.79 3.00 2.56 2.75 2.97 2.50 2.69 2.90 2.44 2.63 2.84

9.7 10.3 11.1 10.7 11.5 12.4 10.9 11.7 12.6 11.1 12.0 12.9 11.5 12.4 13.3 11.9 12.8 13.8

0.375 0.75
2.53 2.69 2.90 2.62 2.82 3.04 2.59 2.79 3.00 2.56 2.75 2.97 2.50 2.69 2.90 2.44 2.63 2.84

14.5 15.5 16.7 16.1 17.3 18.6 16.4 17.6 19.0 16.6 17.9 19.3 17.2 18.6 20.0 17.8 19.2 20.7

0.50 1.00
2.53 2.69 2.90 2.62 2.82 3.04 2.59 2.79 3.00 2.56 2.75 2.97 2.50 2.69 2.90 2.44 2.63 2.84

19.4 20.6 22.2 21.4 23.1 24.8 21.8 23.5 25.3 22.2 23.9 25.8 23.0 24.7 26.7 23.7 25.6 27.5

0.50 1.25
2.53 2.69 2.90 2.62 2.82 3.04 2.59 2.79 3.00 2.56 2.75 2.97 2.50 2.69 2.90 2.44 2.63 2.84

24.2 25.8 27.8 26.8 28.8 31.1 27.3 29.4 31.6 27.7 29.9 32.2 28.7 30.9 33.3 29.7 32.0 34.4

0.50 1.50
2.53 2.69 2.90 2.62 2.82 3.04 2.59 2.79 3.00 2.56 2.75 2.97 2.50 2.69 2.90 2.44 2.63 2.84

29.1 30.9 33.3 32.1 34.6 37.3 32.7 35.2 37.9 33.3 35.9 38.6 34.5 37.1 40.0 35.6 38.3 41.3

0.50 1.75
2.53 2.69 2.90 2.62 2.82 3.04 2.59 2.79 2.98 2.56 2.75 2.90 2.50 2.69 2.73 2.44 2.59 2.59

33.9 36.1 38.9 37.5 40.4 43.5 38.2 41.1 44.0 38.8 41.8 44.0 40.2 43.3 44.0 41.5 44.0 44.0

0.50 2.00
2.53 2.69 2.87 2.62 2.69 2.69 2.59 2.61 2.61 2.53 2.53 2.53 2.39 2.39 2.39 2.27 2.27 2.27

38.8 41.2 44.0 42.8 44.0 44.0 43.6 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0
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b
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a
a

a

c

c

c

e cc c c e

0.35 0.40 0.45 0.50 0.60 0.70 0.80 0.90 1.00

10.6 11.9 13.3 14.6 17.3 20.0 22.5 25.0 27.4

0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40 0.50 0.40

0.25 0.50
2.51 2.70 2.40 2.59 2.31 2.49 2.24 2.41 2.11 2.27 2.00 2.16 1.89 2.07 1.76 1.99 1.61 1.91

13.9 15.0 15.0 16.2 16.1 17.4 17.2 18.5 19.2 20.6 21.0 22.7 22.3 24.4 23.1 26.1 23.1 27.5

0.375 0.75
2.51 2.70 2.40 2.59 2.31 2.49 2.24 2.41 2.11 2.27 2.00 2.16 1.89 2.07 1.76 1.99 1.61 1.91

20.9 22.5 22.6 24.3 24.2 26.0 25.7 27.7 28.7 31.0 31.5 34.0 33.4 36.6 34.7 39.1 34.7 41.2

0.50 1.00
2.51 2.70 2.40 2.59 2.31 2.49 2.24 2.41 2.11 2.27 2.00 2.09 1.86 1.86 1.68 1.68 1.53 1.53

27.8 30.0 30.1 32.4 32.2 34.7 34.3 37.0 38.3 41.3 42.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0

0.50 1.25
2.51 2.70 2.40 2.59 2.31 2.49 2.24 2.29 1.94 1.94 1.67 1.67 1.49 1.49 1.34 1.34 1.22 1.22

34.8 37.5 37.6 40.5 40.3 43.4 42.9 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0

0.50 1.50
2.51 2.64 2.34 2.34 2.10 2.10 1.91 1.91 1.61 1.61 1.40 1.40 1.24 1.24 1.12 1.12 1.02 1.02

41.8 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0

0.50 1.75
2.26 2.26 2.01 2.01 1.80 1.80 1.64 1.64 1.38 1.38 1.20 1.20 1.06 1.06 0.96 0.96 0.87 0.87

44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0

0.50 2.00
1.98 1.98 1.76 1.76 1.58 1.58 1.43 1.43 1.21 1.21 1.05 1.05 0.93 0.93 0.84 0.84 0.76 0.76

44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0 44.0
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MULTIFLEX
Cross Beam: VT 20
Main Beam: 2 x VT 20

MULTIFLEX Girder Slab Formwork
Instructions for Assembly and Use – Standard Confi guration

P
ro

p 
sp

ac
in

g 
c 

[m
]

Slab thickness 
d [m]

Load q* 
[kN/m²]

Cross beam 
spacing a [m]

C
an

ti
le

ve
r 

e 
[m

]

 – Defl ection has been limited to l/500
 – Cross beam assumed as single span
 – For prop loads < 22.0 kN, 1 x VT 20 as main 
beam is suffi cient.

Q1 = 0.40 kN/m2

Q2,b = 24.5 kN/m3 x d [m]
Q4 = 0.10 x Q2,b

0.75 kN/m2 ≤ Q4 ≤ 1.75 kN/m2

Q2,p = 0.75 kN/m2

Q = Q1 + Q2,b + Q2,p + Q4

2.61

44.0
Dead load
Concrete load
Equivalent load: concreting

Equivalent load: working 
conditions
Total load

Calculation bases:
*Load according to EN 12812

For cantilevers:
c < 75 cm; e = c/2 cm
c ≥ 75 cm; e = 50 cm

c: width of interior span of main beam or 
prop spacing
e: length of cantilever

Table values mean the following:

perm. main beam spacing b [m]

actual prop load [kN]

M
ain

 beam
 sp

ac
ing

Cross beam spacing

Prop spacing



PEP Ergo B-300

L = 1.97 – 3.00 m

PEP Ergo B-350

L = 2.25 – 3.50 m

2.00 30.8 30.8

2.10 29.8 30.8

2.20 27.0 30.8

2.30 24.6 30.8 30.8 28.6

2.40 23.0 30.8 28.6 28.6

2.50 21.5 30.8 25.5 28.6

2.60 20.3 29.5 23.1 28.4

2.70 19.3 27.5 21.3 28.0

2.80 18.3 24.8 19.8 27.4

2.90 16.9 22.3 18.6 26.1

3.00 15.6 20.2 17.5 24.4

3.10 16.3 22.8

3.20 15.2 20.8

3.30 14.3 19.0

3.40 13.2 17.4

3.50 12.4 15.7
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Slab Props
PEP Ergo B

MULTIFLEX Girder Slab Formwork
 Instructions for Assembly and Use – Standard Confi guration

Permissible prop load [kN]

E
xt

en
si

o
n 

le
n

g
th

 [m
]

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

Note:
 PERI PEP Ergo B-300 and PEP Ergo B-350 Props meet 
the load-bearing capacity requirements of Prop Class B 
as stipulated in DIN EN 1065.

 General Building Inspectorate Approval Z-8.311-934 is-
sued by the German Institute for Building Technology 
(DIBt).



PEP Ergo B-300

L =  1.97 – 3.00 m

PEP Ergo B-350

L =  2.25 – 3.50 m

2.50 30.8 30.8

2.60 29.3 30.8

2.70 26.3 30.8

2.80 23.8 30.8 30.8 30.5

2.90 21.8 30.8 28.1 30.2

3.00 20.4 28.3 25.0 29.6

3.10 19.2 25.1 22.4 28.9

3.20 18.1 22.5 20.6 27.5

3.30 16.9 20.4 19.0 25.0

3.40 15.6 18.6 17.7 22.6

3.50 14.3 16.9 16.5 20.5

3.60 15.2 18.7

3.70 14.1 16.9

3.80 13.1 15.0

3.90 12.2 13.4

4.00 11.2 11.9
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Slab Props
PEP Ergo B with Base MP 50

MULTIFLEX Girder Slab Formwork
Instructions for Assembly and Use – Standard Confi guration

Permissible prop load [kN]

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottomO

ve
ra

ll 
h

ei
g

h
t 

[m
]

(p
ro

p 
ex

te
ns

io
n 

+
 

5
0 

cm
)



PEP Ergo D-150

L = 0.98 – 1.50 m

PEP Ergo D-250

L = 1.47 – 2.50 m

PEP Ergo D-300 +

L = 1.79 – 3.00 m

1.00 30.8 30.8
1.10 30.8 30.8
1.20 30.8 30.8
1.30 30.8 30.8
1.40 28.5 30.8
1.50 26.4 30.8 35.0 35.0
1.60 35.0 35.0
1.70 32.9 35.0
1.80 30.7 35.0 35.0 35.0
1.90 29.1 35.0 35.0 35.0
2.00 28.1 35.0 35.0 35.0
2.10 27.3 35.0 35.0 35.0
2.20 26.5 34.1 35.0 35.0
2.30 25.7 32.3 33.5 35.0
2.40 24.3 29.4 31.5 34.0
2.50 22.4 26.3 30.2 32.8
2.60 28.3 31.4
2.70 26.2 29.2
2.80 24.2 26.9
2.90 22.4 24.9
3.00 20.6 22.7
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Slab Props
PEP Ergo D

MULTIFLEX Girder Slab Formwork
 Instructions for Assembly and Use – Standard Confi guration

Permissible prop load [kN]

E
xt

en
si

o
n 

le
n

g
th

 [m
]

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

Note:
 PERI PEP Ergo D-150, PEP Ergo D-250, PEP Ergo D-350, PEP Ergo D-400 and PEP Ergo 
D-500 Props fulfi l Prop Class D load-bearing capacity requirements of DIN EN 1065.

 In addition, Prop PEP Ergo D-250 fulfi ls the Prop Class B requirements as stipulated in 
DIN EN 1065.

 General Building Inspectorate Approval Z-8.311-934 for PERI PEP Ergo D-150, PEP Ergo 
D-250 and PEP Ergo D-300 +.

 General Building Inspectorate Approval Z-8.311-941 for PERI PEP Ergo D-350 +, PEP Ergo 
D-400 and PEP Ergo D-500. 



PEP Ergo D-350 +

L = 2.08 – 3.50 m

PEP Ergo D-400

L = 2.51 – 4.00 m

PEP Ergo D-500

L = 3.26 – 5.00 m

2.10 40.0 40.0
2.20 40.0 40.0
2.30 40.0 40.0
2.40 39.7 40.0
2.50 36.9 40.0
2.60 34.7 40.0 40.0 40.0
2.70 32.9 40.0 40.0 40.0
2.80 31.6 40.0 40.0 40.0
2.90 30.3 40.0 40.0 40.0
3.00 29.2 39.1 40.0 40.0
3.10 27.2 35.4 37.7 40.0
3.20 25.4 32.1 35.7 40.0
3.30 23.7 29.4 33.9 40.0 40.0 40.0
3.40 22.1 27.0 32.5 40.0 40.0 40.0
3.50 20.7 24.7 31.0 39.7 40.0 40.0
3.60 29.0 36.4 40.0 40.0
3.70 27.0 33.3 40.0 40.0
3.80 25.2 30.7 40.0 40.0
3.90 23.5 28.2 40.0 40.0
4.00 21.8 26.0 40.0 40.0
4.10 39.3 40.0
4.20 36.5 40.0
4.30 34.0 39.2
4.40 31.8 37.0
4.50 29.9 34.6
4.60 28.1 32.4
4.70 26.4 30.4
4.80 24.8 28.5
4.90 23.4 26.8
5.00 21.8 25.3
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Slab Props
PEP Ergo D

MULTIFLEX Girder Slab Formwork
Instructions for Assembly and Use – Standard Confi guration

E
xt

en
si

o
n 

le
n

g
th

 [m
]

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

Note:
 PERI PEP Ergo D-150, PEP Ergo D-250, PEP Ergo D-350, PEP Ergo D-400 and PEP Ergo 
D-500 Props fulfi l Prop Class D load-bearing capacity requirements of DIN EN 1065.

 In addition, Prop PEP Ergo D-250 fulfi ls the Prop Class B requirements as stipulated in 
DIN EN 1065.

 General Building Inspectorate Approval Z-8.311-934 for PERI PEP Ergo D-150, PEP Ergo 
D-250 and PEP Ergo D-300 +.

 General Building Inspectorate Approval Z-8.311-941 for PERI PEP Ergo D-350 +, PEP Ergo 
D-400 and PEP Ergo D-500. 

Permissible prop load [kN]



PEP Ergo E-300 +

L = 1.79 – 3.00 m

PEP Ergo E-350 +

L = 2.08 – 3.50 m

PEP Ergo E-400

L = 2.51 – 4.00 m

1.80 50.4 50.4
1.90 50.4 50.4
2.00 50.4 50.4
2.10 50.4 50.4 50.4 50.4
2.20 50.4 50.4 50.4 50.4
2.30 50.4 50.4 50.4 50.4
2.40 47.3 50.4 50.4 50.4
2.50 45.6 50.4 50.4 50.4
2.60 44.5 50.4 50.4 50.4 50.4 50.4
2.70 43.3 50.4 48.5 50.4 50.4 50.4
2.80 41.8 50.4 46.4 50.4 50.4 50.4
2.90 40.3 48.0 44.5 50.4 50.4 50.4
3.00 37.5 43.0 43.0 50.4 50.4 50.4
3.10 41.5 50.4 50.4 50.4
3.20 38.7 46.1 50.4 50.4
3.30 36.0 41.9 50.4 50.4
3.40 33.3 38.2 50.4 50.4
3.50 30.9 34.9 48.5 50.4
3.60 46.0 50.4
3.70 42.7 48.4
3.80 39.7 44.7
3.90 36.9 41.1
4.00 34.1 37.7
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Slab Props
PEP Ergo E

MULTIFLEX Girder Slab Formwork
 Instructions for Assembly and Use – Standard Confi guration

Permissible prop load [kN]

Note:
 PERI Props PEP Ergo E-300 +, PEP Ergo D-350 + and PEP Ergo E-400 fulfi l the 
Prop Class E load-bearing capacity requirements of DIN EN 1065.

 General Building Inspectorate Approval Z-8.311-941 of the German Institute for 
Building Technlogy (DIBt).

E
xt

en
si

o
n 

le
n

g
th

 [m
]

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom



PEP Alpha D-300 PEP Alpha D-350

1700 36.1 36.1

1800 36.1 36.1

1900 36.1 36.1

2000 36.1 36.1 36.1 36.1

2100 35.6 36.1 36.1 36.1

2200 33.8 36.1 36.1 36.1

2300 32.1 36.1 36.1 36.1

2400 30.9 36.1 36.1 36.1

2500 29.7 35.2 36.1 36.1

2600 27.5 33.2 35.6 36.1

2700 25.5 30.6 33.9 36.1

2800 23.6 28.1 32.7 36.1

2900 21.9 25.8 31.2 36.1

3000 20.6 23.5 29.1 36.1

3100 27.3 34.2

3200 25.5 31.4

3300 23.7 28.7

3400 22.1 26.3

3500 20.6 24.2
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Slab Props
PEP Alpha D

MULTIFLEX Girder Slab Formwork
Instructions for Assembly and Use – Standard Confi guration

Permissible prop load [kN]

PERI PEP Alpha D-300 und PEP Alpha D-350 Props fulfi l the 
load-bearing capacity requirements of DIN EN 1065.

Le
n

g
th

 in
 m

m

Outer tube 
bottom
Fmax (kN)

Inner tube 
bottom
Fmax (kN)

Outer tube 
bottom
Fmax (kN)

Inner tube 
bottom
Fmax (kN)



PEP 20 N 260*

L = 1.51 – 2.60 m

PEP 20-300

L = 1.71 – 3.00 m

PEP 20-350

L = 1.96 – 3.50 m

PEP 20-400

L = 2.21 – 4.00 m

PEP 20-500

L = 2.71 – 5.00 m

1.60 35.0 35.0

1.70 35.0 35.0

1.80 35.0 35.0 36.4 36.4

1.90 35.0 35.0 36.4 36.4

2.00 33.5 35.0 36.1 36.4 36.4 36.4

2.10 31.9 35.0 33.2 36.4 36.4 36.4

2.20 30.9 35.0 31.4 36.4 36.4 36.4

2.30 29.8 35.0 29.9 36.4 36.4 36.4 36.4 36.4

2.40 28.6 35.0 28.7 36.4 36.4 36.4 36.4 36.4

2.50 27.1 32.9 27.7 36.4 36.4 36.4 36.4 36.4

2.60 24.8 29.4 26.9 36.3 34.8 36.4 36.4 36.4

2.70 25.7 32.7 33.4 36.4 36.4 36.4

2.80 24.0 29.3 32.1 36.4 36.4 36.4 36.4 36.4

2.90 22.3 26.5 31.1 36.4 36.4 36.4 36.4 36.4

3.00 20.5 23.9 30.1 36.4 36.4 36.4 36.4 36.4

3.10 28.3 35.7 34.6 36.4 36.4 36.4

3.20 26.5 32.5 33.5 36.4 36.4 36.4

3.30 24.8 29.7 32.1 36.4 36.4 36.4

3.40 23.1 27.2 30.5 36.4 36.4 36.4

3.50 21.3 24.8 28.7 34.9 36.4 36.4

3.60 26.9 32.1 36.4 36.4

3.70 25.3 29.8 36.4 36.4

3.80 23.7 27.6 36.4 36.4

3.90 22.3 25.5 36.4 36.4

4.00 20.7 23.5 35.3 36.4

4.10 33.3 36.4

4.20 31.5 36.4

4.30 29.8 35.0

4.40 28.2 32.9

4.50 26.8 30.8

4.60 25.3 28.9

4.70 24.1 27.2

4.80 22.8 25.7

4.90 21.5 24.1

5.00 20.3 22.1
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Slab Props
PEP 20

MULTIFLEX Girder Slab Formwork
 Instructions for Assembly and Use – Standard Confi guration

*For the N Props, the inner tube at the 
bottom can only be used in connection 
with PERI Slab Tables or SKYDECK 
(bolted head).

Permissible prop load [kN]

E
xt

en
si

o
n 

le
n

g
th

 [m
]

When using PERI Slab Tables, the per-
missible load for all PEP 20 Props is a 
minimum of 30 kN over the entire ex-
tension lengths due to the clamping in 
the Table Swivel Head or UNIPORTAL 
Head.

All PEP 20 Props correspond to Class 
D of DIN EN 1065, i. e.the permissible 
load for all extension lengths is a mini-
mum of 20 kN.

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom



PEP 20 N 260*

L = 1.51 – 2.60 m

PEP 20-300

L = 1.71 – 3.00 m

PEP 20-350

L = 1.96 – 3.50 m

PEP 20-400

L = 2.21 – 4.00 m

PEP 20-500

L = 2.71 – 5.00 m

2.10 36.4 36.4

2.20 36.4 36.4

2.30 36.4 36.4 36.4 36.4

2.40 34.2 36.4 36.4 36.4

2.50 31.9 36.4 34.9 36.4 36.4 36.4

2.60 30.4 36.4 31.8 36.4 36.4 36.4

2.70 28.7 36.4 29.6 36.4 36.4 36.4

2.80 27.3 34.7 27.8 36.4 36.4 36.4 36.4 36.4

2.90 26.3 30.7 26.4 35.8 36.4 36.4 36.4 36.4

3.00 24.5 27.5 25.2 32.1 35.0 36.4 36.4 36.4

3.10 22.2 24.7 24.2 28.8 32.9 36.4 36.4 36.4

3.20 23.1 26.3 31.1 36.4 36.4 36.4

3.30 21.4 23.9 29.7 36.4 36.4 36.4 36.4 36.4

3.40 19.9 21.8 28.4 34.2 35.7 36.4 36.4 36.4

3.50 18.1 19.8 27.0 30.7 33.9 36.4 36.4 36.4

3.60 25.3 28.6 32.3 36.4 36.4 36.4

3.70 23.6 26.1 30.8 35.3 36.4 36.4

3.80 22.0 24.2 29.1 32.7 36.4 36.4

3.90 20.4 22.5 27.3 30.0 36.4 36.4

4.00 18.9 20.7 25.5 27.8 36.4 36.4

4.10 23.9 26.1 36.4 36.4

4.20 22.4 24.2 36.4 36.4

4.30 21.0 22.8 35.6 36.4

4.40 19.7 21.2 33.6 36.4

4.50 18.3 19.7 31.6 34.2

4.60 29.3 32.1

4.70 28.0 30.0

4.80 26.5 28.4

4.90 25.1 26.8

5.00 23.8 25.4

5.10 22.6 24.0

5.20 21.4 22.7

5.30 20.3 21.6

5.40 19.1 20.4

5.50 18.1 19.1
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Slab Props
PEP 20 with Base MP 50

MULTIFLEX Girder Slab Formwork
Instructions for Assembly and Use – Standard Confi guration

Permissible prop load [kN]

O
ve

ra
ll 

h
ei

g
h

t 
[m

]
(p

ro
p 

ex
te

ns
io

n 
+

 
5

0 
cm

)

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

*For the N Props, the inner tube at the 
bottom can only be used in connection 
with PERI Slab Tables or SKYDECK 
(bolted head).



PEP 30-150

L = 0.96 – 1.50 m

PEP 30-250

L = 1.46 – 2.50 m

PEP 30-300

L = 1.71 – 3.00 m

PEP 30-350

L = 1.96 – 3.50 m

PEP 30-400

L = 2.21 – 4.00 m

1.00 36.4 36.4

1.10 36.4 36.4

1.20 36.4 36.4

1.30 35.9 36.4

1.40 35.3 36.4

1.50 34.5 36.4 42.9 42.9

1.60 42.9 42.9

1.70 42.9 42.9

1.80 42.1 42.9 42.9 42.9

1.90 39.7 42.9 42.9 42.9

2.00 37.9 42.9 42.9 42.9 45.5 45.5

2.10 36.4 42.9 42.9 42.9 45.5 45.5

2.20 35.5 42.9 42.9 42.9 45.5 45.5

2.30 34.3 41.5 42.9 42.9 45.5 45.5 41.5 41.5

2.40 33.1 38.7 42.7 42.9 45.5 45.5 41.5 41.5

2.50 31.0 35.9 41.1 42.9 45.5 45.5 41.5 41.5

2.60 40.0 42.9 45.5 45.5 41.5 41.5

2.70 38.5 42.9 45.5 45.5 41.5 41.5

2.80 36.9 41.6 45.5 45.5 41.5 41.5

2.90 34.2 38.3 45.0 45.5 41.5 41.5

3.00 31.3 34.8 43.6 45.5 41.5 41.5

3.10 41.4 44.2 41.5 41.5

3.20 38.7 42.1 41.5 41.5

3.30 36.1 38.7 41.5 41.5

3.40 33.3 35.7 41.5 41.5

3.50 30.7 32.5 41.5 41.5

3.60 41.5 41.5

3.70 41.3 41.5

3.80 38.5 41.3

3.90 35.9 38.1

4.00 33.2 34.9
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Slab Props
PEP 30

MULTIFLEX Girder Slab Formwork
 Instructions for Assembly and Use – Standard Confi guration

Permissible prop load [kN]

E
xt

en
si

o
n 

le
n

g
th

 [m
]

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

All PEP 30 Props correspond to Class E 
of DIN EN 1065, i. e.the permissible 
load for all extension lengths is a mini-
mum of 30 kN.

When using PERI Slab Tables, the per-
missible load for all PEP 30 Props is a 
minimum of 40 kN (PEP 30-150 = 35 kN) 
over the entire extension lengths due to 
the clamping in the Table Swivel Head or 
UNIPORTAL Head.



PEP 30-250

L = 1.46 – 2.50 m

PEP 30-300

L = 1.71 – 3.00 m

PEP 30-350

L = 1.96 – 3.50 m

PEP 30-400

L = 2.21 – 4.00 m

2.00 42.9 42.9

2.10 42.9 42.9

2.20 42.9 42.9

2.30 40.1 42.9 42.9 42.9

2.40 37.2 42.9 42.9 42.9

2.50 35.0 42.9 42.9 42.9 45.4 45.4

2.60 33.2 42.3 42.9 42.9 45.4 45.4

2.70 31.8 39.8 42.9 42.9 45.4 45.4

2.80 30.6 36.4 41.6 42.9 45.4 45.4 41.5 41.5

2.90 28.4 32.3 39.5 42.9 45.4 45.4 41.5 41.5

3.00 26.7 28.5 37.6 42.5 45.4 45.4 41.5 41.5

3.10 36.2 41.2 45.4 45.4 41.5 41.5

3.20 33.9 37.9 45.1 45.4 41.5 41.5

3.30 32.1 34.2 43.0 45.4 41.5 41.5

3.40 29.4 31.2 40.0 43.0 41.5 41.5

3.50 26.9 27.9 38.2 40.9 41.5 41.5

3.60 35.8 37.6 41.5 41.5

3.70 33.4 34.5 41.5 41.5

3.80 30.9 31.8 41.5 41.5

3.90 28.6 29.6 43.1 41.5

4.00 26.3 27.1 40.6 42.1

4.10 37.8 39.1

4.20 35.3 36.2

4.30 33.0 33.9

4.40 30.8 31.4

4.50 28.4 29.0
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Slab Props
PEP 30 with Base MP 50

MULTIFLEX Girder Slab Formwork
Instructions for Assembly and Use – Standard Confi guration

Permissible prop load [kN]

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottomO

ve
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ll 
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t 
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]
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n 

+
 

5
0 
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MP 250
L = 1.45 – 2.50 m

MP 350
L = 1.95 – 3.50 m

MP 480
L = 2.60 – 4.80 m

MP 625
L = 4.30 – 6.25 m

1.45 75.5 78.5

1.50 75.5 78.5

1.60 75.5 78.5

1.70 75.5 78.5

1.80 73.8 78.5

1.90 70.6 78.5

1.95 68.0 78.5 91.0 90.1

2.00 67.3 78.5 91.0 90.1

2.10 65.7 76.8 86.0 90.1

2.20 64.1 75.1 80.6 90.1

2.30 62.5 72.6 75.1 89.8

2.40 60.8 69.1 70.7 87.9

2.50 59.2 65.6 66.4 86.1

2.60 63.7 83.1 88.5 73.6

2.70 61.1 80.1 83.7 73.3

2.80 59.2 77.1 78.8 72.9

2.90 57.4 74.1 74.0 72.6

3.00 56.0 70.3 69.1 72.2

3.10 54.5 66.6 64.9 71.4

3.20 52.9 61.8 60.7 70.7

3.30 51.3 57.1 56.5 70.0

3.40 47.7 51.7 54.1 68.2

3.50 44.2 46.4 51.8 66.5

3.60 49.4 64.7

3.70 47.5 60.4

3.80 45.7 56.1

3.90 43.8 51.8

4.00 41.8 48.4

4.10 39.7 45.0

4.20 37.7 41.6

4.30 35.8 39.3 57.9 45.7

4.40 33.9 37.0 56.3 45.7

4.50 32.0 34.8 54.7 45.7

4.60 30.2 32.5 52.5 45.1

4.70 28.3 30.2 50.3 44.4

4.80 26.4 27.9 47.9 43.5

4.90 45.2 42.4

5.00 42.5 41.3

5.10 39.9 39.9

5.20 37.2 38.5

5.30 34.9 37.1

5.40 32.8 35.6

5.50 30.8 34.1

5.60 29.3 32.6

5.70 27.8 31.2

5.80 26.4 29.6

5.90 25.1 27.9

6.00 23.8 26.2

6.10 22.7 24.8

6.20 21.6 23.4

6.25 21.0 22.7
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Slab Props
MULTIPROP 250, 350, 480, 625

MULTIFLEX Girder Slab Formwork
 Instructions for Assembly and Use – Standard Confi guration

Permissible prop load [kN]

Extension 
length [m]

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

Outer tube 
bottom

Inner tube 
bottom

MULTIPROP Props are classifi ed according to offi cial approval as follows:
MP 250 Class T 25
MP 350 Class R 35

MP 480 Class D 45
MP 625 Class D 60

Note:
To release the loads > 60 kN, we recommend using the HD Wingnut Spanner, 
Item no. 022027.
When using PERI Slab Tables, the permissible load of the MULTIPROP MP 
350 Prop is a minimum of 56 kN and a minimum of 36 kN for the MP 480 over 
the entire extension length which is due to the clamping in the Table Swivel 
Head or UNIPORTAL Head.



MP 250 + MP 50
L = 1.95 – 3.00 m

MP 350 + MP 50
L = 2.45 – 4.00 m

MP 480 + MP 50
L = 3.10 – 5.30 m

MP 625 + MP 50
L = 4.80 – 6.75 m

2.25 76.6 73.6

2.30 74.5 72.9

2.40 72.4 72.1

2.50 66.1 69.8 87.6 84.2

2.60 63.3 67.7 83.8 82.9

2.70 60.5 65.6 79.9 81.7

2.80 57.7 63.1 76.1 80.5

2.90 55.1 60.1 70.0 77.0

3.00 52.4 57.1 63.9 73.5

3.10 60.8 70.6 76.8 73.3

3.20 57.6 67.6 74.4 72.8

3.30 55.2 64.7 71.9 72.3

3.40 52.7 61.8 69.4 71.8

3.50 50.8 59.1 67.0 71.3

3.60 48.8 56.4 62.6 70.0

3.70 46.9 52.2 58.2 68.7

3.80 45.0 48.0 53.9 67.4

3.90 41.8 43.9 51.2 62.9

4.00 38.5 39.8 48.6 58.4

4.10 45.9 53.9

4.20 43.9 50.1

4.30 41.9 46.3

4.40 39.8 42.5

4.50 37.7 40.0

4.60 35.5 37.5

4.70 33.3 35.0

4.80 31.7 33.2 48.7 44.5

4.90 30.0 31.4 47.5 44.4

5.00 28.4 29.6 46.2 44.3

5.10 26.7 27.8 44.5 43.1

5.20 25.1 26.0 42.8 41.8

5.30 23.4 24.2 41.1 40.4

5.40 40.1 39.6

5.50 37.3 37.2

5.60 35.3 35.6

5.70 33.3 34.0

5.80 31.5 32.5

5.90 30.6 31.7

6.00 28.1 29.5

6.10 26.7 28.1

6.20 25.3 26.7

6.30 24.1 25.4

6.40 23.5 24.8

6.50 21.8 22.9

6.60 20.8 21.7

6.70 19.8 20.6

6.75 19.3 20.0
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Slab Props
MULTIPROP 250, 350, 480, 625 with Base MP 50

MULTIFLEX Girder Slab Formwork
Instructions for Assembly and Use – Standard Confi guration

Permissible prop load [kN]

Overall height 
[m]

(prop extension 
+ 50 cm)

Outer tube 
 bottom

Inner tube 
 bottom

Outer tube 
 bottom

Inner tube 
 bottom

Outer tube 
 bottom

Inner tube 
 bottom

Outer tube 
 bottom

Inner tube 
 bottom

Note:
To release the loads > 60 kN, we recommend using the HD Wingnut 
 Spanner, Item no. 022027.



0.30 0.40 0.50 0.60 0.70 0.80

1
1 x GT 24

2
2 x VT 20

1
1 x GT 24

2
2 x VT 20

1
2 x GT 24

2
2 x VT 20

1
2 x GT 24

2
2 x VT 20

1
2 x GT 24

2
3 x VT 20

1
2 x GT 24

2
3 x VT 20

0 2.01 4.21 1.74 3.59 1.57 3.14 1.45 2.80 1.36 2.60 *1.29 *1.85

0.20 2.05 4.56 1.91 3.30 1.77 2.69 1.64 1.95 *1.35 *1.42 *1.02 *1.07

0.25 1.83 4.00 1.71 2.51 1.62 2.36 1.55 1.77 *1.23 *1.29 *0.94 *0.98

0.30 1.77 3.58 1.66 2.34 1.58 2.10 1.51 1.61 *1.13 *1.19 *0.86 *0.90

0.35 1.71 3.30 1.62 2.06 1.54 1.88 1.40 1.45 *1.04 *1.09 *0.77 *0.83
d

h
d

h
h

d
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Beams
Beam Formwork UZ

MULTIFLEX Träger-Deckenschalung
 Instructions for Assembly and Use – Standard Confi guration

Permissible width of infl uence EB [m] 
for UZ Beam Bracket 40 depending 
on the beam depth and slab thick-
ness

d = slab thickness
h = beam depth

The max. defl ection is l/500
*) vertical timber in the UZ Beam Bracket 40 10 x 
8 cm! (instead of 8 x 8 cm)

The above values relate to the 
load-bearing capacity of the UZ Beam 
Bracket 40, the vertical 8 x 8 cm timber 
and the cross beams as they are 
shown on the drawings.

Depending on the formlining used, ad-
ditional cross beams may be needed.

Separate structural calculations must 
be provided to show that the sub-struc-
ture can carry all resulting loads.

The equivalent load (V/100) acting hori-
zontally and the pressures arising on 
one side (e.g. the edge beam) are to be 
accommodated by suitable means pro-
vided by the contractor.

Side form with 1 or 2 GT 24 girders 
(vertical)

Side form with 2 or 3 VT 20 girders 
(horizontal)

Packing of the beam soffi t form

Version 1:

Version 2:

Version 3:

Slab thickness 
d [m]

Beam depth h [m]

VersionVersionVersionVersionVersionVersion



d
h

h

h

 0.40 0.50 0.60

0 0.62 1.41 1.09 1.40 - 0.68 0.53 0.83 - - - 0.54

0.20 - 0.49 - 0.60 - - - 0.40 - - - -

0.25 - 0.43 - 0.53 - - - - - - - -

0.30 - - - 0.48 - - - - - - - -

0.35 - - - 0.44 - - - - - - - -

0.40 - - - 0.40 - - - - - - - -

0.20 0.25 0.30 0.35

0 3.27 3.27 3.27 3.27 2.82 2.86 2.86 2.86 1.63 2.60 2.60 2.60 0.97 2.21 1.69 1.90

0.20 1.19 2.75 2.05 1.88 0.71 1.64 1.24 1.32 0.45 1.02 0.79 0.99 - 0.69 0.54 0.76

0.25 1.07 2.46 1.84 1.63 0.61 1.39 1.06 1.16 0.39 0.88 0.68 0.87 - 0.60 0.47 0.67

0.30 0.93 2.15 1.61 1.43 0.54 1.23 0.94 1.03 - 0.77 0.60 0.78 - 0.53 0.41 0.60

0.35 0.82 1.89 1.41 1.28 0.47 1.08 0.83 0.92 - 0.69 0.53 0.69 - 0.47 - 0.54

0.40 0.73 1.69 1.26 1.14 0.42 0.96 0.73 0.83 - 0.62 0.48 0.63 - 0.42 - 0.49
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Beams
Stopend Angle AW

MULTIFLEX Girder Slab Formwork
Instructions for Assembly and Use – Standard Confi guration

Permissible width of infl uence [m] 
for Stopend Angle AW depending 
on the slab thickness, beam depth 
and type of fi xing

 – Nail with 8 nails Ø 3.1 mm (6 at the 
front and 2 at the back)

* Using the Guardrail Post AW on 
SKYDECK panels is not permissible.

1. Stopend for slab formwork 2. Slab with Edge Beam 3. Slab with T-Beam

Separate structural calculations must 
be provided to show that the sub-struc-
ture can carry all resulting loads. The 
equivalent load (V/100) acting horizon-
tally and the pressures arising on one 
side (e.g. the edge beam) are to be ac-
commodated by suitable means provid-
ed by the contractor.

Height of side formwork h [m]

Sub-struc-
ture

S
la

b 
th

ic
kn

es
s 

d 
[m

]

Height of side formwork h [m]

Sub-struc-
ture

S
la

b 
th

ic
kn

es
s 

d 
[m

]

nailed on clamped nailed on clamped nailed on clamped nailed on clamped

Formlin-
ing 21 
mm

Timber 
girder

Timber 
girder

Formlin-
ing 21 
mm

Timber 
girder

Timber 
girder

Formlin-
ing 21 
mm

Timber 
girder

Timber 
girder

Formlin-
ing 21 
mm

Timber 
girder

Timber 
girder

nailed on clamped nailed on clamped nailed on clamped

Formlin-
ing 21 
mm

Timber 
girder

Timber 
girder

Formlin-
ing 21 
mm

Timber 
girder

Timber 
girder

Formlin-
ing 21 
mm

Timber 
girder

Timber 
girder

SKYDECK*

SKYDECK* SKYDECK* SKYDECK*

SKYDECK* SKYDECK* SKYDECK*



MULTIFLEX Girder Slab Formwork

60

 Item no. Weight kg

075100
075120
075150
075180
075210
075240
075270
075300
075330
075360
075390
075420
075450
075480
075510
075540
075570
075600

  5.300
  7.100
  8.900
 10.600
 12.400
 14.200
 15.900
 17.700
 19.500
 21.200
 23.000
 24.800
 26.600
 28.300
 30.100
 31.900
 33.600
 35.400

Girders GT 24
Girder GT 24, l = 0.90 m
Girder GT 24, l = 1.20 m
Girder GT 24, l = 1.50 m
Girder GT 24, l = 1.80 m
Girder GT 24, l = 2.10 m
Girder GT 24, l = 2.40 m
Girder GT 24, l = 2.70 m
Girder GT 24, l = 3.00 m
Girder GT 24, l = 3.30 m
Girder GT 24, l = 3.60 m
Girder GT 24, l = 3.90 m
Girder GT 24, l = 4.20 m
Girder GT 24, l = 4.50 m
Girder GT 24, l = 4.80 m
Girder GT 24, l = 5.10 m
Girder GT 24, l = 5.40 m
Girder GT 24, l = 5.70 m
Girder GT 24, l = 6.00 m

 L   
 918   
 1214   
 1510   
 1806   
 2102   
 2398   
 2694   
 2990   
 3286   
 3582   
 3878   
 4174   
 4470   
 4766   
 5062   
 5358   
 5654   
 5950   

311 296

163 296

28
80

60
12
0

60
24
0

L



MULTIFLEX Girder Slab Formwork

61

 Item no. Weight kg

028870   5.430 Lowering Head 20/24, galv.
For tilt-resistant support of one or two GT 24 or 
VT 20 Girders.  
Lowering range 4 cm.

Note
Required hole diameter of the prop end plate
Ø 40 mm.
Girder overlap on both sides minimum 16.3 cm for 
GT 24 and 15 cm for VT 20.

19
5

42
10

13
6

210

12
5

240 155

170 85 Ø6,5

074990
074905
074910
074890
074920
074930
074940
074950
074960
074970
074980

  8.600
 12.700
 14.500
 15.600
 17.100
 19.500
 21.200
 23.000
 26.700
 29.900
 34.800

Girders VT 20K with Steel Cap
Girder VT 20K, l = 1.45 m
Girder VT 20K, l = 2.15 m
Girder VT 20K, l = 2.45 m
Girder VT 20K, l = 2.65 m
Girder VT 20K, l = 2.90 m
Girder VT 20K, l = 3.30 m
Girder VT 20K, l = 3.60 m
Girder VT 20K, l = 3.90 m
Girder VT 20K, l = 4.50 m
Girder VT 20K, l = 4.90 m
Girder VT 20K, l = 5.90 m
Universal formwork girder made of wood.

 L   
 1445   
 2150   
 2450   
 2650   
 2900   
 3290   
 3590   
 3890   
 4490   
 4900   
 5900   
Note
The girder fulfils all requirements of DIN EN 13377 
class P20 (Declaration of Conformity).



MULTIFLEX Girder Slab Formwork

62

 Item no. Weight kg

027990   0.150 Bolt Ø 14 x 107, galv.
For different connections.

107
129

26Ø

Ø14

Ø5,5

018060   0.014
Accessories
Cotter Pin 4/1, galv.

028660
028670

  1.040
  0.936

Clawheads 16/20, galv.
Clawhead 16/20 S, galv.
Clawhead 16/20, galv.
With or without self-locking coupling.  
For positioning intermediate props on the VT 20 
girder without nailing.

Note
Required hole diameter of the prop end plate 
Ø 40 mm.

140

Ø10

44
3

16
1

80

028890
028880

  1.650
  1.540

Clawheads 24, galv.
Clawhead 24 S, galv.
Clawhead 24, galv.
With or without self-locking coupling. For posi-
tioning intermediate props on the GT 24 Girder 
without nailing.

Note
Required hole diameter of the prop end plate 
Ø 40 mm.

280

64
16
1

3

Ø10

80

028680
027890

  3.190
  3.080

Crossheads 20/24, galv.
Crosshead 20/24 S, galv.
Crosshead 20/24, galv.
With or without self-locking coupling. 
For tilt-resistant support of one or two GT 24 or  
VT 20 Girders.

Note
Required hole diameter of the prop end plate 
Ø 40 mm. 
Girder overlap on both sides minimum 16.3 cm for 
GT 24 and 15 cm for VT 20.

240 155

170 85

19
5

15
8

6

210

12
5

Ø6,5



MULTIFLEX Girder Slab Formwork

63

 Item no. Weight kg

107152   5.810 Tripod PEP Ergo, galv.
Erection aid for PEP Ergo Slab Props with  
Ø 44 – 64 mm.

Note
Only use as erection aid!

63
9

028000   9.190 Universal Tripod, galv.
Erection aid for slab props with Ø 57 – 120 mm 
and 120 x 120 mm. Can also be used in combina-
tion with MULTIPROP MP Slab Props and all slab 
props with Base MP 50.

Note
Only use as erection aid!

55
5

80
0

028590   0.568 Tension Strap 16-25, galv.
For mounting 2 GT 24 or VT 20 Girders on the 
Cross Forkhead and Head Spindle TR 38 and on 
the Crosshead 20/24 or 20/24S.

210

11
0

27
0

SW 19

018060   0.014 Cotter Pin 4/1, galv.

Ø4



MULTIFLEX Girder Slab Formwork

64

 Item no. Weight kg

103434
103429

 38.500
 45.300

Pallets RP-2, galv.
Pallet RP-2 80 x 120, galv.
Pallet RP-2 80 x 150, galv.
For stacking and transportation of formwork and 
scaffolding components.

Note
Follow Instructions for Use!
Technical Data
Permissible load-bearing capacity 1.5 t.

1200 / 1500

1080 / 1380

85
3 60

0

10
0

800

680

027790   2.460 Brace Clamp HL, galv., 76 – 120 mm
For assembly of 3 x 15 cm stiffening boards at 
slab props Ø 76 – 89 mm and 100 x 100 mm to 
120 x 120 mm.

210

23
9

40450

027940   1.840 Brace Clamp, galv., 48 – 76 mm
For assembly of 3 x 15 cm stiffening boards at 
slab props Ø 48 – 76 mm.

210
400

18
6

40



MULTIFLEX Girder Slab Formwork

65

 Item no. Weight kg

116292   4.720 Guardrail Post HSGP-2
As guardrail for different systems.

35

12
0

10
50

13
00

45
0

65

101290   5.670 Guardrail Holder GT 24 / VT 20
For assembling a guardrail to GT 24 and VT 20 
Girders.

Complete with
1 pc. 105400 Pin Ø 20 x 140, galv.
1 pc. 018060 Cotter Pin 4/1, galv.

11
7

35
2

395

Ø2132

81

116292 
061260

  4.720 
  6.150

Accessories
Guardrail Post HSGP-2
Guardrail Post SGP

070740   2.980 Erection Bar GT/VT, galv.
For shuttering of MULTIFLEX with GT 24 or  
VT 20 Girders.

190
1711

85
15
0

027930   3.060 Assembly Bar 24, galv.
For shuttering of MULTIFLEX with GT 24 Girders.

1572
49

95
20

Ø34



MULTIFLEX Girder Slab Formwork

66

 Item no. Weight kg

018290   0.098 Framing Clip, galv.
For connecting crossed timbers or girders. 
For either right or left handling.

10
5 17

0 10
5

17
0

35 35

33 33

35

Ø4,8

018280   1.000
Accessories
Double Head Nail, l = 65 mm

117326
117327

 19.700
 10.500

Side-Mesh-Barrier PMB
Side-Mesh-Barrier PMB 260
Side-Mesh-Barrier PMB 130

 L   
 2600   
 1300   
Technical Data
Maximum distance with side-mesh-barrier: PMB 
260 max. 2.40 m.

L
10
97

127

061260   6.150 Guardrail Post SGP
As guardrail for different systems.

12
0

14
38

17
68

6535

43
3

43
3



MULTIFLEX Girder Slab Formwork

67

 Item no. Weight kg

035500  72.800 Stripping Cart, Alu
Mobile working scaffold. Height-adjustable in 
25-cm-increments. Platform height max. 2.00 m.

Note
Follow Instructions for Use!
Technical Data
Permissible load 100 kg/m2.

1800 750

30
35

018280   1.000 Double Head Nail, l = 65 mm Note
Delivery unit: carton with 1000 pieces.

75
65

Ø3,1



MULTIFLEX Girder Slab Formwork

68

 Item no. Weight kg

116614   0.537 Flexclip GT/GT
For connecting girders GT 24 / GT 24.

70

22
0

81

102031 363.000 Stripping Cart ASW 465, compl.
Mobile working scaffold. Height-adjustable in 
30-cm-increments. Platform height max. 4.65 m. 
 
Packed in: 
Ring Pallet USP 104 Item no. 100678, with  
Lashing Strap 25 x 5750 Item no. 100707 (x 1)  
and Scaffold Tube Steel L = 1000 Item no. 100706 
(x 6).

Complete with
1 pc. 102025 Folding Base Unit 160/190 ASW
6 pc. 102035 Vertical Frame 70/90 ASW
6 pc. 102034 Vertical Frame 70/120 ASW
2 pc. 102026 Entry Platform 190 ASW
1 pc. 102030 Toe-Board Set 70/190 ASW
4 pc. 102027 Double Guardrail 190 ASW
3 pc. 102028 Diagonal Brace 210 ASW
2 pc. 102029 Horizontal Brace 190 ASW
12 pc. 102807 Ballast 10 kg ASW
2 pc. 103040 Lateral complete ASW
1 pc. 102587 Center part ASW galv.
Note
Follow Instructions for Use!
Technical Data
Permissible load 100 kg/m2.

2360 1100

11
50



MULTIFLEX Girder Slab Formwork

69

 Item no. Weight kg

117574   5.940 Distance Device MF-Plus
For placing, positioning on given distance and 
aligning the formwork girders at the MULTIFLEX 
System, as well as assembling the Flexclips.

894

400
500
625
750

30

24
19

117575   0.202 Fixing Tool MF, galv.
For assembling Flexclips onto the formwork  
girders.

Complete with
2 pc. 117097 Bolt ISO 7380-M8 x 20-10.9-galv.

15
7

30 22

116596   0.467 Flexclip VT/VT
For connecting girders VT 20 / VT 20.

70

18
0

81

116605   0.493 Flexclip GT/VT
For connecting girders GT 24 / VT 20.

70

20
0

82



MULTIFLEX Girder Slab Formwork

70

 Item no. Weight kg
110103   1.200 Telescopic Tube

For assembling the Flexclip in combination with 
Fixing Tool Flexclip, galv.

19
80

30

117575   0.202
Accessories
Fixing Tool MF, galv.



Beam Formwork System Components UZ, AW

71

 Item no. Weight kg

065065  10.000 UZ Beam Width Adjustment Bar 129
For use with UZ Beam Bracket 40. For beam width 
max. 90 cm. Beam width more than 90 cm 2 or 
more of the UZ Beam Width Adjustment Bars 129 
to be connected.

1457

85
21
5

Ø14 Ø7

065057   7.060 UZ Beam Width Adjustment Bar 80
For use with UZ Beam Bracket 40. For beam width 
max. 40 cm. Beam width more than 40 cm 2 or 
more of the UZ Beam Width Adjustment Bars 80 
to be connected.

967

85
21
5

Ø7 Ø14

065056  11.300 UZ Beam Bracket 40
For forming beams up to 80 cm high. With captive 
Hook Tie and Wingnut Counterplate.

Note
Permissible load: see PERI Design Tables.

44
0

66
500

505

84 15
5

Ø7

Ø7

Ø17



Beam Formwork System Components UZ, AW

72

 Item no. Weight kg

065072   3.270 AW Clamp 8 – 10
For clamping the AW Slab Stopend Angle to gir-
ders or timbers with 8 – 10 cm thickness. With 
captive Triple Wingnut.

279

13
2 27
5

90

065071   7.410 AW Handrail Post
For assembling the guardrail on the Slab Stopend 
Angle AW. Secure rear end with nails.

772

50
0

14
39

67

065058   8.650 UZ Beam Yoke Waler 100
For carrying one or two GT 24 Girders per side 
along with additional support.

1000

60
12
0
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 Item no. Weight kg

126299   0.466 Plastic Slab Stopend Angle Note
See data sheet!

80

20
3

302

065070   1.670 AW Slab Stopend Angle
For forming stopends for slabs and to form 
beams.

Note
Permissible load: see PERI Design Tables.

400

24
0

50

68

Ø6,5Ø3,5

86

065075   1.750 AW Bracket
As filler for the AW Slab Stopend Angle. For height 
adjustment of side girder.

140 67

24
0

m
in
40
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TN

ID

JP

TH

SG
MY

KR

PH
VN

AU

AE

LB
TR

MA IL

KZ

RU

ZA

EG

AZ

IN

MZ

TZ

NA

AO

SA

IR

DZ
JO

NG

OM

US

AR

BR

CO

CL

CA

MX

PE

PA

QA
KW

HK

 
CA 
 PERI Formwork Systems, Inc.
 www.peri.ca

MX 
 PERI Cimbras y Andamios, S.A. de C.V.
 www.peri.com.mx

PA 
 PERI Panama Inc.
 www.peri.com.pa

US 
 PERI Formwork Systems, Inc.
 www.peri-usa.com

AR 
 PERI S.A.
 www.peri.com.ar

BR 
 PERI Formas e Escoramentos Ltda.
 www.peribrasil.com.br

CL 
 PERI Chile Ltda.
 www.peri.cl

CO 
 PERI S.A.S.
 www.peri.com.co

PE 
 PERI Peruana S.A.C.
 www.peri.com.pe

 
AO 
 Pericofragens, Lda.
 www.peri.pt

DZ 
 S.A.R.L. PERI
 www.peri.dz

EG 
 Egypt Branch Office 
 www.peri.com.eg

MA 
 PERI S.A.
 www.peri.ma

MZ 
 PERI (Pty.) Ltd.
 www.peri.co.mz

NA 
 PERI (Pty.) Ltd.
 www.peri.na

NG 
 PERI Nigeria Ltd.
 www.peri.ng

TN 
 PERI S.A.U.
 www.peri.es

TZ 
 PERI Formwork and Scaffolding Ltd
 www.peri.co.tz
 
ZA 
 PERI Formwork Scaffolding (Pty) Ltd
 www.peri.co.za

 
AE 
 PERI (L.L.C.)
 www.peri.ae

AZ 
 PERI Repesentative Office
 www.peri.com.tr

HK 
 PERI (Hong Kong) Limited
 www.perihk.com

ID 
 PT Beton Perkasa Wijaksana
 www.betonperkasa.com

IL 
 PERI F.E. Ltd. 
 www.peri.co.il

IN 
 PERI (India) Pvt Ltd
 www.peri.in

IR 
 PERI Pars. Ltd.
 www.peri.ir

JO 
 PERI GmbH – Jordan
 www.peri.com

JP 
 PERI Japan K.K.
 www.peri.co.jp

KR 
 PERI (Korea) Ltd.
 www.perikorea.com

KW 
 PERI Kuwait W.L.L.
 www.peri.com.kw

KZ 
 TOO PERI Kazakhstan
 www.peri.kz

LB 
 PERI Lebanon Sarl
 lebanon@peri.de

MY 
 PERI Formwork Malaysia Sdn. Bhd.
 www.perimalaysia.com

OM 
 PERI (L.L.C.)
 www.peri.ae

PH 
 PERI-Asia Philippines, INC.
 www.peri.com.ph

QA 
 PERI Qatar LLC
 www.peri.qa

SA 
 PERI Saudi Arabia Ltd.
 www.peri.com.sa

SG 
 PERI Asia Pte Ltd
 www.periasia.com

TH 
 Peri (Thailand) Co., Ltd.
 www.peri.co.th

TR 
 PERI Kalıp ve İskeleleri
 www.peri.com.tr

VN 
 PERI ASIA PTE LTD
 www.peri.com.vn

 

North America
 Canada
 

 Mexico

 Panama

 USA

South America
 Argentina

 Brazil

 Chile

 Colombia

 Peru

Africa
 Angola

 Algeria

 Egypt

 Morocco

 Mozambique

 Namibia

 Nigeria

 Tunisia

 Tanzania

 South Africa
 

Asia
 United Arab Emirates

 Azerbaijan

 Hong Kong

 Indonesia

 Israel

 India

 Iran

 Jordan

 Japan

 Korea

 Kuwait

 Kazakhstan

 Lebanon

 Malaysia

 Oman

 Philippines

 Qatar

 Saudi Arabia

 Singapore

 Thailand

 Turkey

 Vietnam

PERI International



FR

DE

CH

ES

BE

NL

IT

GB

LU

IR

TR

HU
AT

CZ

DK

FI

NO

SE

PL

PT

ROSI

SK

EE

GR

LV

LT

BG

IS

UA

RS

BY

RU

HR

BA

AL

AU 
 PERI Australia Pty. Ltd.
 www.periaus.com.au

AL 
 PERI Kalıp ve İskeleleri 
 www.peri.com.tr

AT 
 PERI Ges.mbH
 www.peri.at

BA 
 PERI oplate i skele d.o.o
 www.peri.com.hr

BE 
 PERI N.V.
 www.peri.be

BG 
 PERI Bulgaria EOOD
 www.peri.bg

BY 
 IOOO PERI
 www.peri.by

CH 
 PERI AG
 www.peri.ch

CZ 
 PERI spol. s r.o.
 www.peri.cz

DE 
 PERI GmbH
 www.peri.de

DK 
 PERI Danmark A/S
 www.peri.dk

EE 
 PERI AS
 www.peri.ee

ES 
 PERI S.A.U.
 www.peri.es

FI 
 PERI Suomi Ltd. Oy
 www.perisuomi.fi

FR 
 PERI S.A.S.
 www.peri.fr

GB  
 PERI Ltd.
 www.peri.ltd.uk

GR 
 PERI Hellas Ltd.
 www.perihellas.gr

HR 
 PERI oplate i skele d.o.o.
 www.peri.com.hr

HU 
 PERI Kft.
 www.peri.hu

IR 
 Siteserv Access & Formwork
 www.siteservaccess.ie

IS 
 Armar ehf.
 www.armar.is

IT 
 PERI S.r.l.
 www.peri.it

LT 
 PERI UAB
 www.peri.lt

LU 
 N.V. PERI S.A.
 www.peri.lu

LV 
 PERI SIA
 www.peri-latvija.lv

NL 
 PERI b.v.
 www.peri.nl

NO 
 PERI Norge AS
 www.peri.no

PL 
 PERI Polska Sp. z o.o.
 www.peri.com.pl

PT 
 Pericofragens Lda.
 www.peri.pt

RO 
 PERI România SRL
 www.peri.ro

RS 
 PERI oplate d.o.o.
 www.peri.rs

RU 
 OOO PERI
 www.peri.ru

SE 
 PERI Sverige AB
 www.peri.se

SI 
 PERI oplate i skele d.o.o
 www.peri.com.hr

SK 
 PERI spol. s. r.o.
 www.peri.sk

UA 
 TOW PERI
 www.peri.ua

Oceania
 Australia

Europe
 Albania

 Austria

 Bosnia and Herzegovina

 Belgium

 Bulgaria

 Belorussia

 Switzerland

 Czech Republic

 Germany

 Denmark

 Estonia

 Spain

 Finland

 France

 United Kingdom

 Greece

 Croatia

 Hungary

 Ireland

 Iceland

 Italy

 Lithuania

 Luxembourg

 Latvia

 Netherlands

 Norway

 Poland

 Portugal

 Romania

 Serbia

 Russia

 Sweden

 Slovania

 Slovakia

 Ukraine

PERI GmbH
Formwork Scaffolding Engineering
Rudolf-Diesel-Strasse 19
89264 Weissenhorn
Germany
Tel. +49 (0)7309.950-0
Fax +49 (0)7309.951-0
info@peri.com
www.peri.com
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The optimal System 
for every Project and 
every Requirement

PERI GmbH
Formwork Scaffolding Engineering
Rudolf-Diesel-Strasse 19
89264 Weissenhorn
Germany
Tel. +49 (0)7309.950- 0
Fax +49 (0)7309.951- 0
info@peri.com
www.peri.com

System-Independent Accessories

Column FormworkWall Formwork Slab Formwork

Climbing Systems Bridge Formwork Tunnel Formwork Shoring Systems

Construction Scaffold Industrial ScaffoldFacade Scaffold Access

Protection Scaffold Safety Systems Services


